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Thank you for purchasing our product. If there are any questions, or requests, please do not hesitate to
contact the dealer.

Copyright

Copyright 20%-2018 Zhejiang Uniview Technologies Co., Ltd. All rights reserved. No part of this manual
may be copied, reproduced, translated, or distributed in any form or by any means without prior consent in
writing from our company.

Trademak Acknowledgement

UNV and other Univievs trademarks and logos are the property of Zhejiang Uniview Technologies Co.,

Ltd. Other trademarks, company names and product names contained in this manual are the property of
their respective owners.

Disclaimer

@ CAUTION

The default password is used for your first login. To ensure account security, please char
password after your first login. You are recommended to set a strong password (no less thi
characters).

To the maximum extent permitted by plicable law, the product described, with its hardware,
software, firmware and documents, is provided ondas ig basis.

Best effort has been made to verify the integrity and correctness of the contents in this manual, but
no statement, information, or recommendation in this manual shall constitute formal guarantee of
any kind, expressed or impliede shall not be held regmsible for any technical or typographical
errors in this manual. The contents of this manual are subject to change without prior notice. Update
will be added to the new version of this manual.

Use of this manual and the subsequent result shall be entimelthe use® own responsibilityln no

event shall we be reliable to you for any special, consequential, incidental, or indirect damages,
including, among others, damages for loss of business profits, business interruption, or loss of data or
documentatbn in connection with the use of this product.

Video and audisurveillancecan be regulated by laws that vary from country to coun@yeck the

law in your local region before using this product grveillancepurposes.We shall not be held
responsiblegor any consequences resulting from illegal operations of the device.

The illustrations in this manual are for refererar@y and may vary depending on the versionmodel

The screenshots in this manual may have been customized to meet spexjfiirements and user
preferences. As a result, some of the examples and functions featured may differ from those displayed
on your monitor.

This manual is a guide for multiple product models sadtis not intended for any specific product.

Due to uncetainties such as physical environment, discrepancy may exist between the actual values
and reference values provided in this manual. The ultimate right to interpretation resides in our
company



Environmental Protection

This product has been designed tongaly with the requirements on environmental protection. For the
proper storage, use and disposal of this product, national laws and regulations must be observed.

Symbaos

The symbols in the following table may be found in this manual. Carefully followgtraations indicated
by the symbols to avoid hazardous situations and use the product properly.

Symbol Description

C Contains important safety instructions and indicates situations that could cause b

@ Means reader be careful and impropgperations may causelamage or malfunction
CAUTION! to product

@NOTE! Meansuseful or supplemental information about the use of product.
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1 Network Connection

Before accednsg a network camergalso known as IP Camera or IFGnN a PC, you need to connect the
network camera to the P@irectlywith a network cable or via a switch or router.

’ Network cable

IPC

P

Use a Shielded Twisted Pair (STP) cable to connect the network intanfabe network camera and the
PC.

Network cable Network cable
) N
WS
IPC Switch or Router PC

Use Shielded Twisted Pair (STP) cables to connect the network interfaces of the camera and the switch o
router.

2 Login

Preparation

After you have completed the installation in accordance whthquick guide, connect the camera to power
to start it. After the camera is started, oy canaccess the camera from a PC client installed withea
browser or the client software EZStation. Internet ExplgtE)is a recommended web browser. For more
information about EZStatigmefer to theEZStation User Mueual.

The following takesEon aMicrosoft Windows7 operating systenas an example.
Check before login
The camera isperatingcorrectly.
The network connection betweethe PC and the camera is normal.
The PC is gtalled with Internet Explorer 10 or higher.
(Optional) The resolution is set to 1440 x 900.



Add the IP addresas atrusted site

| &[4 | x || £ 8ing L~

B~ B - @ v Pagev Safety v(Tooks~ 0@ ~

Diagnose Connection Problems...

[ Bl

Recpen Last Browsing Sessicn

Pop-up Blocker ’
Manage Add-ons

Work Offline

Compatibility View

Compatibility View Settings

Full Screen F11
Toolbars r
Explorer Bars ’

& Rl

]

iz Developer Tools F12

Suggested Sites

ﬁ( Internet Options ) 9

Interet Options " \elER  [(Trustedsiter e S — 3 ]

GuliWlMlmlemdl | You can add and remove websites from this zone. All websites in
this zone will use the 2one’s security settings.

Selact a 20ne 10 view o changa sacurty sattings.

Add this website to the 2one:

(http//192168.1.13 A )

Websites: e
This zone contains webstes that you @ l Remove
Ma:todmmma F ||

your fles.
You have webstes in this zone.
-Securty level for this zone

Alowed levels for this zone: Al ‘mmmmm)hdmnmm,
- | - Medium

% - Prompts before downloading potentialy unsafe content
_|J - Unsigred ActveX cortrols wil nct be downloaded Clear the check box —

[~ Enable Protected Mode {requires restating Intemeat Explocer)
Custom level I Deafadt lavel I

Reaset &l 20nes 10 defak level |

O D o | |




@ NOTE!

ThelP address 192.168113in this examplas the default IP addresPlease replace it with the actual addr
of yourcamera if it has been changed.

(Optional) Modify useraccesscontrol settings
Before you accedbe camera,follow the steps to seUser Account Control Settingse Nevernotify.

r = =) .
%) User Account Control Settings [ESSE=l™5
i &3 )=[E <« AllControl Paneltems » User Accounts
A [&» control Choose when to be notified about changes to your computer
e Control Panel Home
Make changes to your user accoun User Account Control helps prevent potentially harmful programs from making changes to your computer.
. iTell me more about User Account Control settings
Adjust your comput Manage your credentials "
Change your picture
Link online IDs Always notify
Manage your file en“ypmng(?, Change User Account Ccntmlsemngs) g i T
¥ Action Center cetiicates & Manage User Accounts g
N Configure advanced user ®  Programs try to install software or make changes to
¥ Backup and Restore e my computer
To change your password, press Ctrl+ Alt+Del | - -
[@ Credential Manager Change my environment ® Imake changes to Windows settings
variables
@ Desktop Gadgets '
& Display - -
B ” .
I| & Folder Options @ Not recommended. Choose this only if you need to
use programs that are not certified for Windows 7
@ HomeGroup @ because they do not support User Account Control.
(£ Java
Never notify
F Mouse
M Performance Informati
3 Power Options
& Recovery —
7 | e @ok | ) cancel
% Sound
1% System
@

ws Defender

B} Windows Update

Loggingln to the Web Interface

The default static IP address of tbamera is 92.1681.13, and the default subnet mask is 255.255.255.0.

DHCP is turned ooy default If a DHCP servérusedin the network,the IP address of your camera may
be assigned dynamicallgnd you need to use the correct IP address to logs.the EZXStationclient to
viewthe dynamiclP addres®f your camera

The following takes IE as an example to describe the login procedure.
1. Browse tothe login page by entering theorrect IP address of your camera in the address bar.

‘I ﬁ Failed to load ActiveX control, clic' ‘o install latest ActiveX control. AH

2. |Ifyoulog in for the first time, follow system prompts amktall the ActiveXYou need to close your
browser to complete the installation.

@ NOTE

To manuallyload the ActiveX type http:// IP addres#\ctiveX/Setup.exen the address baanc
presskEnter.

The default password is used for your first login. To ensure account security, please chai
password after your first login. You are recommended to set a strong password (no less th
characters).

The camera protects itself from illegal access yjtilig the number of failed login attemptst
login fails six times consecutively, the camera locks automatically for ten minutes.




3. Enter the username and passworahd then click.ogin For the first loginusethe default username
cadmire and passwordl2345&.
If you log in withLive Viewselected, live video will be display&hen you are logged irDtherwise,
you need to start liveideomanuallyin the live view window

If you log in withSave Passwordelected,you do not need to enter the passwoeach time when you
log in To ensure security, you are not advised to sefate Password

To clear thedsernameand Passwordext boxes and th&ave Passwordheckbox, clickReset

Introduction to theWeb Interface

By default the live view window idgpplayedwhen you are loggedin to the Web interface. The following
shows an example.

No. Description

1 Menu

PTZ control area

2 Note:
This area is available for PTZ dome cameras and PTZ cameras.

3 Live view window

4 Live view toolbar

Initial Configuration

After you log in to the device, please perform the followingjial configuration

Item Description

Reconfigurethe device IP and network parameters based

1. Ethernet the actual networking

2. log out and log iregainto the Web
using the new IP address




ltem Description

3. Set the system time Set the system time based on the actual situation

4, (Optiona) Set the management
server

St the management servébased on the actual networking

5. (Optiona) et the server for storing Set the server for storing photos based on the act
photos networking

Set the information displayed on the screen as needed,

6. SetOSD )
E— example, time

Change the default password and adcbmmon users as

7. (Optional)Manage users needed

Youcan watch the live videafter finishingthe initial configuration Please configure other parameters as
needed.

@ NOTE

Thedisplayed live view interfaggarameters displayed and value ranges may vary with n«
Pleasesee theactualWeb interfacefor details

The parameters that are grayed out cannot be modified. Foratial settings, see the W
interface.

It is recommaded that you change the passwondhen you are logged in the first tim&or deta#
about how to change a passworske Security.

3 Configuring Paramers

Local Parameters

Set local parameters for your PC.

@ NOTE!

Thelocal parameters may vary with modeRleasesee the actual Web interface for details.

1. SelectSetup>Common> LocalSettings



Intelligent Mark

Untriggered Target Dizable |E|
Video
Processing Mode Fluency Priority E
Protocal TCP =
Audic
Enceding Format G711 E

Recarding and Snapshet

Recording

Subsection By Time |E|

Subsection Time [min) 30

When Storage Full

Total CapacitylGB) 10
Local Recording TS
Files Folder CAIPCY

[1-60]

@ Overwrite Recording = S3top Recording

[1~1024]

Browse...| | Open

2. Modify the settings as required. The following tabkscribes some major parameters.

Parameter Description
Intelligent | Untriggered When enabled, theamera willdisplay an orscreen marlon the target(e.g.,
Mark Target face when face detection is enableah)d trackit.
RealTimePriority: Recommended if the network is in good condition.
Processing Mode - Fluency Priority: Recommended if )fou want short tlmg !ag for !lve vide
Video Ultra-low Latency: Recommended if you want the minimum time lag
live video.
Protocol Set the protocol used to transmitedia streams to be decoded by the PC.
Subsection By Time: Duration of recorded video for each recording fi
. the computer. For example, 2 minutes.
Recording . . . L
Subsection By Size: Size of each recording file stored on the comprte
Record example, 5M.
and Overwrite: When the assigned storage space on the computer is use
Snapshot R q the camera deletes thexistingrecording files to make room for the ne'
ecord recording file.
Overwrite . .
Full Stop: Whenhe assigned storage space on the computer is 1
recording stops automatically.
3. ClickSave



Network Configuration

Ethernet

Modify communication settings such as the IP address for the camera so that the camera can communicate
with other devices.

@ NOTE

After you have changed the IP addregsy need tause the new IP address kog in.

The configurations oDNS(Domain Name Systengerver are applicablevhen the device
accessed by domain name.

StaticAddress
1. ClickSetup>Network >Network.

Obtain IP Address Static =
IP Address 203.3.1.99
Subnet Mask 255.255.255.0
Default Gateway 203.3.1.1
IPv6
IPv6 Mode Manual =
IPv6 Address
Prefix Length 64

Default Gateway

MTU 1500
Port Type FE Port
Operating Made Auto-negotiation =

2. SelectStaticfrom the Obtain IP Addressdrop-down list.

Enter the IP address, subnet mask, and default gateway addvies® surethat the IP address of the
camerais unique in the network.

4. ClickSave
PPPoE

@ NOTE!

This function is not supported by somedels Pleasesee the actual model for details.

If the camera is connected to theetwork through Point to Pointwer Ethernet (PPPoB)ou needo select
PPPolas thelP obtainment mode.

1. ClickSetup>Network >Network.



Obtain IP Address PPPOE ||

Username user

Password TIITITITI I IIITITILLY
IPvE

IPvE Mode Manual [=]
IPvE Address

Prefix Length 54

Default Gateway

MTU 1500
Port Type FE Port
Ogerating Made Auto-negotiation =]

2. SelectPPPoBErom the Obtain IP Addressdrop-down list
3. Enter the username and passwaotbvided by youinternet ServiceProvider (ISP)
4. ClickSave

DHCP

The Dynamic Host Configuration Proto@HCP)s enabled by default when the camera is delivered If

DHCP server is deployedtie network, the camera can automatically obtain an IP address from the DHCP
server.

To manually configure DHCP, follow the steps below:
1. ClickSetup>Network >Network.

Obtain IP Address DHCP =
IPvE
IPv6 Mode Manual =]
IPvE Address
Prefix Length 54

Default Gateway

MTU 1500
Port Type FE Port
Operating Made Auto-negotiation =

2. SelectDHCHrom the Obtain IP Addressdrop-down list

3. ClickSave
IPv6
1. ClickSetup>Network >Network.
IPué
IPvE Made Manual [=]
IPv6 Address
Prefix Length 64

Default Gateway



2. Bydefaultthe IPw6 mode is set taManual.

3. Enter the IPv6 address, set the prefix length and default gateway. The IP address must be unique or
the network.

4. ClickSave
Wi-Fi

= NOTE!
This function is nasupported by some models, please see the actual model for details.
1. ClickSetup>Network >Network. Click thewi-Fitab.

Wi-Fi Mode Sniffer =

2. SelectSniffer.

3. ClickSave

Some devices can search for-Winetworks and connect.

1. SelectSetup>Network >Network. SelecWi-Fifor Wi-Fi Mode

Wi-Fi Mode [wi-Fi vl
Adaptive Streams (8 On ) Off

Metwork Status

Current Status Disconnected

S5ID Mane

1P Address 0.0.0.0

Subnet Mask 0.0.0.0

Default Gateway 0.0.0.0

Strength{%s) 0

Wi-Fi Network

Search
SsID Channel MAC Authentication Encryption Strength(9e) | Strength(dBm)
N
W

Wi-Fi

SsID [NVR |

Fassword |'|..ac.. |

Encryption [None vl

Authentication | WPA-PSK WPA2-PSK v|

Obtain IP Address [DHCP v

2. Signal strength is displayed. Turn Adaptive Streams The page shows that there are other-Ri
networks. To search for Wi networks again, clickearch

3. Click an SSID in the ¥ Network list. Information about the correspondingwerk is displayed.
4. ClickSave



5. When Wi-Fi Modeis set toWi-Fi Hotspot the camera can function as a i hotspot for other
devices.

Wi-Fi Mode | Wi-Fi Hotspot v|
Hetspot Settings

SSID [IPCWIFIG7C54C |

Password |ru. —— |

Channel | Automatic v|

Gateway Address [203.6.1.1 |
6. ClickSave

Port

5 NOTE!
This function is not supported by some modéMeasesee the actual model for details.
1. ClickSetup>Network >Port.

HTTP Port 20
HTTPS Part 443
RTSP Part 554

Mete: Modifying the RTSF or server port number will cause the device to restart

2. Configure relevant port numbers.
3. ClickSave

FTP

All snapshots (except face detection) are saved through the general FTP siftdgcéhe configuration of
FTP, you will be able to upload snapshots from network camerdetepecified FTP server.

General
1. ClickSetup> Storage>FTP Go toGeneraltab.
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Server Parameters

Server IP [192.165.0.150 | Upload Images O
Part Mo. [21 | Overwrite Storage |
Username | | Overwrite At{image) [1000
Password | | Test
Snapshot Image
Save To\\, [Preset Mo\ [IP Address]y, [Date]\, [Hour(s)]
Root Directory
[Preset No. ~| W [IP Address ~| W [Date ~| W [Hour(s) [
File Name[Preset No.]-[PTZ Zoom]-[PTZ Latitude]-[PTZ Longitude] jpg
Mao. MNaming Element
1 [Preset No. | N
2 [PTZ Zoom v
3 |PTZ Latitude v
4 [PTZ Longitude |
5 [Mone v W

2. Set the IP address and port for the FTP server, usernampassivordused to upload images tine
FTP servesselectUpload ImagesOverwrite Storageand setOverwrite At (threshold for overwriting
imaged. Some camera models support FTP test. You may test FTP after completing FTP settings
correctly.

3. Set the path for saving shapshots on the FTP server and the file name format. For example, set path a
Preset NA.\IP Addres$\Date\\Hour(s), and set file name as Preset-RdZ ZoorPTZ LatitudéTZ
Longitude.jpg.

4. ClickSave

Smart

This function is usetb store snapshattaken forsmart functions such as face recognitidio. use smart
FTP, click Setup > System > Servatelligent Server and set Platform Communication Type to FTP.

1.

ClickSetup> Storage> FTRP Go toSmarttab.

11



Server Parameters

Server IP [192.168.0.150 Custom Maming Rules |
Port Mo, [21 Convert Path into UTF8 Format [
Username |

Device Name |

|
|
|
Password | |
|
|

Device ID [1

Intersection 1D | |

Snapshot Image

Save Toyy, [Preset Moy, [IP Address]y, [Date]

Root Directony
[Preset No. v| W [IP Address v| W [Date W

File Mame[Preset Mo ]-[PTZ Latitude]-[PTZ Longitude]-[PTZ Zoom]jpg
Separatorl- v|

Mao. Maming Element Maming Rule

1 |Preset No. v| ~
2 [PTZ Latitude v|

3 [PTZ Longitude v|

4 [PTZ Zoom vl

5 |None vl v

2. Set the IP address and port of the FTP server, username and paassenrdo upload images to the
FTP server.

3. Set the path for saving snapshats the FTP server and the file name fornfadr example, set path as
Preset NoMIP AddresdDate and set file name as Preset N®TZ Latitudé’TZ Longitud®TZ
Zoom.jpg.

4. ClickSave
EMail

After the configuration of #nail, when alarms are triggeregpu will be able to send messages to the
specified Enail address.

1. ClickSetup>Network >Email.

12



Sender

Mame

|
Address |
|

SMTP Server

SMTP Port [25

TLS/SSL (on{@Off

snapshot Interval(s) | 2 e ttach Image

Server Authentication (®0n)Off

Username | |

Password | |

Recipient

|| Test

Mamel |
|
|
Address2 | | Test
|
|

Addressl

Mame2

|| Test

Mame3

Address3

2. Configure relevant parameters of the sender and the recipi€otme camera models support Email
test. You may test email after setting the recipient addtd$he following table describes some major

parameters.
Parameter Description
When enabled, the -enail will beencrypted using TLS (Transport Layer Security
Secure Socket Layer (SSL) to protect privacy.
TLSBSL First it tries tosend throughan SSL connectionf the VTP server supports SSL, t
e-mail will be sent through the SSL connection; otherwisetries to send using
STARTTLS.

When enabled, the enail will contain 3 instant snapshots as attachmantordingto

Attach Image the Capturdnterval.

Username and password of the registration email address. The password allov

Username/Passworg following specibcharacterdk Y F K Q ¢ §f B p 2: 39

3. ClickSave

Port Mapping

1. ClickSetup>Network >Port. Go toPort Mappingtab.
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Port Mapping i On i@ Off

Mapping Type Manual |E|
Port Type External Port External IP Address | Status
HTTF Port 20 0000 Inactive
RTSP Port 554 0.000 Inactive
Server Port &1 0000 Inactive

2. EnablePort Mappingand select mapping type. Manual is selected, then external ports must be
configured (external IP is obtained automatically by the camera). If the configured port is occupied,
then the Statuswill show Inactive.

3. ClickSave

DNS

1. ClickSetup>Network >DNS

Preferred DNS Server EEEE |

Alternate DMS Server (3.5.4.4 |

2. Set DNS server addresses.
3. ClickSave

DDNS

E@ NOTE!

This function is not supported by some modétteasesee the actual model for details.

1. ClickSetup>Network >DDNS

DDMS Service (%) On () Off

DOMS Type
NO-1FP
Server Address EZDDMNS

Domain Mame

| |

Usernams | |

Password | |

Confirm | |

2. EnableDDNS Service
3. Select a DDNS typBynDNS, N@P, orEZDDNS.
4. Complete other settings includirsgrver addressjomain name, username and password.
5. ClickSave

14



EZ®ud

@ NOTE!

This function is not available to all models.
Scan the QR code with your mobile phone (iO&nairoid) to download the APP.

When installed, run the APP to add the camera. Please reféme@nline help in the APP f
detailed steps.

1. ClickSetup>Network >EZCloud

EZCloud O iy OHF

Address enezclouduniview.com
Register Code 123456789%0123456789012345
Device Status Cffline

Scan

2. SelectOnto enable cloud service.
3. ClickSave

802.1x

802.1x provides authenticatiomo devices(e.g., camerg trying to connect to a network. Only the
authenticateddevicescanconnect the networkThis enhances security.

1. ClickSetup>Network >802.1x

802 1x @ On = Off

Protocol

OoRr

EAPOL Version

[

Uzername
Password
Confirm

2. SelectOnandthen completeother settings
3. ClickSave

15



Image Configuration

Image Adjustment

= NOTE!
The image parameterdisplayedand value rangeallowed may vary with camera model. For 1

actual parameters and value rangesyour camera, see the Web interfacéou may move tt
sliders to adjust settings or enter valuedlie text boxes directly.

CickingDefaultwill restore all the default image settings.

Setting the Scene
Set image parameters to achieve the desired image effects based on live video in different scenes.
ClickSetup>Image>Image

The scene manageent page forsome modelds displayed afollows, you can select the desired scene in
the drop-down list.

5cen8|lndoor V|

The scene managememtageof some models is displayed fidlows, you can take the following steps to
configure the scene.

T Seenes
Ma. Curre..| Scene Name Auto Switching Setup
1 @ <Common: |E| Default Scene
2 <Common: [»] &
3 <Common: [»] ¥
4 <Commons [=] o
5 <Common:= [=] e

Current lllumination: 58 1..:\ Current Elevation: 29° 1..:\

Enakble Auto Switching

ClickScenes

Select a scene, and then set scawgdtching parameters. The following table describes some major
parameters.

Column Description

Indicatesthe scene that is being used.
Note:

Current ., Select an option button to switch to the scene and display the corresponding il
parameters for thescene.

The camera switches the current scene automatically wBeable Auto Switchingds
selected.

Name of the current scene. The device provides several preset scene modes. Wh
ScendName select a scene, the corresponding image parameters are glisghlav¥ou can adjust imac
settings according to actual needs.

16



Column Description

Commonrecommended for outdoor scenes
Indoor. recommended for indoor scenes
HighSensitivity recommended for low light environment

Highlight Compensationcan suppress strong lighsuch asheadlights on roads an
spotlight in parksRecommended for capturingehiclelicense plates.

WDR:recommeded forscenes with higltontrast lighting, such as window, corridol
front door or other scenes that are bright outside but dim inside

Custom:set a scen@mameas needed
FaceCapture faces in motion icomplicatedscenes.

Indicates whether to add a scene to the atswitching list.

Auto Note:

Switching If Auto Switchingis selected, the system switches to a scene automatically when
condition for switching to the scene is met. By default the agugtching list includes the
default scene.

Click’-" to set conditions for autswitching, including schedule, illunaition, and current
elevation (angle between the PTZ and the horizontal direction). It means

Setup auto-switching is triggered only when illumination and the current elevation during the
time period meet the set conditions. A condition is invalid if bthte start and end value:
are setto 0.

3. Select a scene and then cligk to set it as the default scene.

4. If auto-switching is enabled, the camera can switch to the scene automatically when the condition for
switching to a nofrdefault scene is metOtherwise, the camera remains in the default scene. When
auto-switching is not enabled, the camera remains in the current scene.

5 NOTE!
If Auto Switching is enabled (scene settings will be unavailable), the device will switch betw
set scenes. If rtpthe device will stay at the current scene. The device will stay at default ¢
unless the nordefault scenes are triggered.
If multiple norrdefault scenes are triggered, then the device will switch to the scene wit
minimum number (starts from o 5).

Image Enhancement

@ NOTE!

This function may vary with modeBleasesee actual Web interface for details.

1. ClickSetup>Image>Imageand then clickmage Enhancement

Default

~ Image Enhancement

Brightness 128 20 Moise Reduction 128

Saturation 128 3D Moise Reduction 128

Contrast 128 Image Rotation Normal [«]

Sharpness 128

2. Use the sliders to change the settings. You may also enter vdlivestly. The following table
describes some major parameters.

17



ltem Description
Set the degree of brightness of images.
Sy
L\ A \
(A3
=
Brightness &
Low brightness High brightness
The amount of a hue contained in a color.
Saturation
Low saturation Highsaturation
Set the degree of difference between the blackest pixel and the whitest pixel.
Contrast
Low contrast High contrast
Contrast of boundaries of objects in an image.
Sharpness
Low sharpness High sharpness
2D Noise . . . . .
Reduction Reduce the noise of imagefhe function may cause image blurring.
3D Noise| Reduce the noise of images. The function may cause motion blur (or ghosting in
Reduction applications)
Image . .
Rotation Rotation of the image.
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ltem Description
Normal Flip Vertical
Flip Horizontal 18C¢°
90° Clockwise 90° Anti-clockwise

3. To restore default settings in this area, clidéfault.
Exposure

NOTE!

This function may vary with modelBleasesee actual Web interface for details.
The default settings are scemlaptive.Use default settings unless modification is necessary.

1. ClickSetup>Image>Imageand then clickExposure
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